
 
 
 
 
 
 
 
BRONCO NON-TOXIC EPOXY PRIMER  
 
PRODUCT DESCRIPTION 
BRONCO NON-TOXIC EPOXY PRIMER is a two 
component rust-inhibitive primer that uses a non-
toxic, corrosion-inhibiting aluminum triphosphate 
pigment. It is lead-free but provides the same anti-
corrosive property of leaded and zinc chromate 
pigments. It is formulated to give emphasis on the 
need for an environmentally safe primer for various 
industrial and household applications. 
 
USES 
For interior and exterior galvanized sheets, roofs, 
gates, trusses, rebars, black, iron and other metals. 
Can also be used on water tanks, cistern tanks. 
 
SIZES AVAILABLE 
3 liter, set with catalyst 
 
SURFACE PREPARATION  
Surfaces to be painted must be thoroughly cleaned 
and free from oil, dust, dirt and grease. Old and 
loosely adhering, cracking and scaling paint must be 
scraped or sanded mechanically with grinder or 
sander using grit #40 or #60 sandpaper.  

 
For metals with rust, apply Bronco Rust Converter or 
equivalent (follow instructions on rust converter 
label) or you can scuff surface with wire brush or 
sandpaper. Paint will not adhere well to rust. 

 
 
MIXING  
Pour all contents of catalyst into Bronco Non-Toxic 
Epoxy Primer. Mix product well before using. Scrape 
bottom of can for settled pigment with a plastic or 
wooden stirrer. You may also use a stirring rod at 
slow speed. Do not over mix as it may introduce air 
bubbles into the paint. 
 
 
 
 
 
 
 

 
 
 
 
 

 
 
 
 
REDUCER 
Bronco Epoxy Reducer 
 
DIRECTIONS FOR USE 
Apply 1 to 2 coats of Bronco Non-Toxic Epoxy Primer 
allowing 4 to 6 hours to recoat. Allow to dry 
overnight before applying desired top coats such as 
automotive lacquers, epoxy enamels, or Bronco 
Rubberized Floor Coat.  
 
INDUCTION AND DRYING TIME 
Allow 15 minutes induction time before applying 
paint. 
 
COVERAGE 
20 to 25 sq.m / 4 liters per coat 
 
PRECAUTIONS 
Mix product of what you can use in 4 hours. Ration 
is 3 parts resin, 1 part catalyst. Mixed product must 
be used within 4 to 6 hours. Product will harden 
overnight.  
 


